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1 Meter Surface / Suspended Magnetic TrackChannel
Indoor Luminaire
Product Code:
LTRKSM1MTRXS

Technical Specifications
Operating Temp. Range -10°C to +50°C
Rated Input Voltage 48±5% VDC
Supply Type 2 Line (+VE & -VE DC)
Driver External (Not Provided with Track)
Housing Material Extruded Aluminium with Black Powder Coated
Track Internal Material Copper Stick Mounted with PVC Strips and MS Strip

for Magnet One Side Black Finish
Copper Stick Dim. (LxWxT) 1000 X 2.8 X 0.5 mm, 4N Stick
PVC Strip Dim. (LxWxH) 1000 X13 X 3 mm, 2N Strip
MS Strip Dim. (LxWxT) 1000 X 13 X 0.5 mm
End cap Material Plastic Black Finish
End Cap Dim. (LxWxT) 46 X 26 X 2.5 mm
Mounting Surface / Suspended
Overall Size (LxWxH) 1005 X 27 X 55 mm (tol.±5mm)
Thickness 1.5 mm (Tol.±0.2 mm)
Weights 0.800 Kgs (Tol.± 10%)
Accessories Additional (Not Included with Product)

Protections
Protection Class Class II
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Applications

Residences, Offices, Small Retail Shops,
Hotels, Coffee Shops, Restaurants, Hospitals,


